
 

April 9, 2013 

     HSC launches new SCX1000A－3 crawler crane. 
 
Tokyo-based manufacturer Hitachi Sumitomo Heavy Industries Construction 
Crane Co., Ltd., (HSC) will launch the SCX1000A-3,100-tonne capacity hydraulic 
crawler crane with a new design and color aimed at the international market in 
April 2013.  
 
The new model is designed based on the concept of “reliability” which is our 
corporate mission and equipped with EU stageⅢB and US Tier 4 interim 
emission control standards engine. 
 
＜FEATURES＞ 

■Environmentally-friendly・・・Clean engine and eco-friendly winch 
The new machine is equipped with a new generation clean engine that 
comply with EU stageⅢB and US Tier 4 interim emission control 
standards. An auto-idle stop function and environmentally friendly 
winches design also help to improve economical operation.  

 
■Improved mobility・・・2.99m transportation width 

The machine takes up only 2.99m in width during transportation for 
efficiency and cost saving. The weight of the crane itself has been kept to 
under 30t with the lower boom. The assembly and disassembly time is 
reduced by the installation of hoisting cylinders on gantry. 

 
■Better operation and performance・・・New powerful winch design 

The new brake system which provides a better operating feel and the new 
winch with 12 t rated line pull can cover almost any type of heavy or 
complex work from construction through to civil engineering works. 

 
■Enhanced safety・・・Full range of safety features 

A warning alarm, auto-drum lock and a range of other reputable functions 
have been included. Safety has been covered in almost every conceivable 
way, with the use of a swing restriction device, swing brake pedal, and 
folding type upper house handrails. 
The large display panel includes all required information at a glance in a 
functional, easy-to-view layout without hindering operator’s forward 
visibility. 

 
The machine will be displayed together with SCX1500A-3,150-tonne capacity 
hydraulic crawler crane at “BAUMA 2013” in Munich, Germany, on April 15-21. 
  
 
 
 



 
 
 
 
 
＜SPECIFICATION＞ 

Model ＳＣＸ１０００Ａ―３ 

Max. lifting capacity    Lift Crane  100t × 3.8m   

Front/rear main drum 110ｍ/min 

3rd winch (rated with 12 t load)               95m/min 

Swing speed 2.3min-1

Travel speed (high/low) 2.0/1.1 

Boom length 12.0ｍ～60.0ｍ 

Crane jib length 10.0ｍ～28.0ｍ 

Boom +crane jib length 51ｍ+28ｍ 

Engine make／model Isuzu  6HK1 
 (EU Stage ⅢB, EPA Tier4i) 

Engine rated output 210ｋW/1900min-1

 

 
 
 
 
 
*The contents of the article are as of the date of release and are subject to change 
without notice. 

 


