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HSC launches new SCX800A－3 crawler crane. 

EU Stage Ⅳ/U.S.Tier 4 Final clawer crane 

                                

Tokyo-based manufacturer Hitachi Sumitomo Heavy Industries Construction Crane Co., 

Ltd., (HSC) has launched the SCX800A-3, 80-tonne capacity hydraulic crawler crane, with a 

new design and color in March 2015. 

The SCX800A-3 is a new-generation crawler crane equipped with the engine that meets EU 

stage Ⅳand U.S. Tier 4 final exhaust emission regulation. 

The machine is designed especially for minimizing the life cycle cost based on the concept of 

“reliability” which is our corporate mission. 

 

＜FEATURES＞  

1. New clean engine & Eco winch 

The engine installed on the SCX800A-3 complies with EU stage Ⅳ/U.S.Tier 4 final 

exhaust emission regulation, it also features auto-idle stop function and an Eco winch 

to improve economical operation. 

 

2. Excellent performance & compact-body  

Powered with latest clean-running engine, it keeps smallest rear end radius in its 

class. Thanks to the design that suits operations on tight worksites under outstanding 

levels of safety, the SCX800A-3 can expand business opportunity. Economical operation 

with low fuel consumption can be achieved by using Eco-winch mode.         

In addition to standard 7 t –rated line pull winch, an 11 t- rated high line-pull winch is 

also available as an optional extra. 

 

3. Brake with better control and operability (Option) 

The winch brake uses an innovative hanging brake pedal. By reviewing to the link 

structure and limit changes in control feedback caused by the weight of hoist items, 

positive brake feeling has been achieved under any various working conditions. 

 

4. Enhanced safety with full range of features 

Safety has been covered in almost every conceivable way, with the use of a swing 

restriction device, swing brake pedal, while reputable functions such as warning alarm 

and auto-drum lock remains installed as standard equipment. 

The large display panel includes all required information at a glance in a functional, 

easy-to-view layout without hindering operator’s forward visibility. 



5. Remote-sensing -Precise crane monitoring system- 

Machine’s condition can be monitored precisely by newly developed remote sensing 

system. The system helps to minimize machine downtime and reduce the time and 

cost required for maintenance. 

 

＜SPECIFICATION＞ 

Model SCX800A-3 

Max. lifting capacity [Lift Crane]                        80t × 3.3m   

Front/rear main drum(rated with 7 t load) 105m/min 

3rd winch (rated with 7 t load) 90m/min 

Swing speed 5.0 min-1 

Travel speed (high/low) 1.8/1.2 

Boom length 9.5m to 54.5m 

Crane jib length 9m to 18.0m 

Boom +crane jib length 45.5m+18m 

Engine make／model 
Cummins QSB6.7 

  (EU Stage Ⅳ/U.S. Tier4 f ) 

Engine rated output 201kW/2,000min-1 

 

 

The SCX800A-3 will be exhibited during the Vertikal Days, 13-14 May 2015. 

 

 

*The contents of the article are as of the date of release and are subject to change without notice. 

 

http://www.vertikaldays.net/

