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Notes — Tower boom top crane capacities
1. Capacities on these charts are available when handling

load off a 3-sheave machinery provided on 7.30m tower
top section with movement of tower boom hoisting/lowering
under the condition that luffing jib offset angle to tower
boom is 15 degrees. 

2. Capacities included in these charts are the maximum
allowable, and are based on machine standing level on
firm supporting surface under ideal job conditions.

3. Capacities are in metric tons, and are rated in accordance
with European EN13000 Standards in terms of machine
stability and structural strength limitations; the figures
surrounded by bold lines are based on factors other than
those which would cause a tipping condition.

4.Capacities are based on freely suspended loads and make
no allowance for such factors as the effect of wind, sudden
stopping of loads, supporting surface conditions, and
operating speeds.  Operator must reduce load ratings to
take such conditions into account.  Deduction from rated
capacities must be made for weight of hook block, weighted
ball/hook, sling, spreader bar, or other suspended gear.
Hook block weight is as follows:
80t.............1.4ton 35t ............0.9ton 13.5t ........0.6ton

5. All capacities are rated for 360° swing.
6. Least stable rated condition is over the side.
7. An 102.8ton counterweight and 18.0ton carbody weight are

required for all capacities on this chart.
8. Attachment must be erected and lowered over the ends of

the crawler mounting.
9. Tower boom and jib configurations shall be in accordance

with manufacturer’s standard described here in “Tower
Boom & Jib Combination Diagram” shown in page 26.

10. A  simultaneous  lift  under  luffing  jib  hook  and  tower
boom top crane  hook  is  not  allowed.

w/57.90m Tower

w/60.95m Tower
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Transport Data

����� �� �	
��

�	
 �����	�

����� ������� ���

�������	�

����� ������� ���

�������	�

����� ������� ���

�������	�

������ �� ������� ���

�������	�

����� ������� ���

�	
 �����	�

����� ������� ���

 	��	� !����	�

"
#��	�� $ ��%� 
	���&

"
#����� �	
�� '�%( �����&

�)���

�)���

���

���

���

�)���

�)���

�

�

�

�

�

�

�

����

�����

��*�

��+� ��*�

��*�

�������+�

����

����

��*�

�
�
+
�

�
�
�
�

�
�
*
�

�
�
*
�

�
�
*
�

�
�
*
�

�
�
�
�

"
#	�� 
��(%�� �	
��&,�(�' - ��*�

"
#	�� 
��(%�� �	
��&,�(�' - ����

"
#	�� 
��(%�� �	
��&

"
#	�� 
��(%�� �	
��&

"
#	�� 
��(%�� �	
��&

"
#	�� 
��(%�� �	
��&

"
#	�� 
��(%�� �	
��&,�(�' - ��*�

.	//	
���� %�� �������%/ 
%��� �	� /������ 0�� %��%�'�����

�������������	���
������� 
��� �������	



34

MEMO



35

MEMO






